Federal Highway Administration, DOT

in the geometric and structural design
of highways.

§625.2 Policy.

(a) Plans and specifications for pro-
posed National Highway System (NHS)
projects shall provide for a facility
that will—

(1) Adequately serve the existing and
planned future traffic of the highway
in a manner that is conducive to safe-
ty, durability, and economy of mainte-
nance; and

(2) Be designed and constructed in ac-
cordance with criteria best suited to
accomplish the objectives described in
paragraph (a)(1) of this section and to
conform to the particular needs of each
locality.

(b) Resurfacing, restoration, and re-
habilitation (RRR) projects, other than
those on the Interstate system and
other freeways, shall be constructed in
accordance with standards which pre-
serve and extend the service life of
highways and enhance highway safety.
Resurfacing, restoration, and rehabili-
tation work includes placement of ad-
ditional surface material and/or other
work necessary to return an existing
roadway, including shoulders, bridges,
the roadside, and appurtenances to a
condition of structural or functional
adequacy.

(c) An important goal of the FHWA is
to provide the highest practical and
feasible level of safety for people and
property associated with the Nation’s
highway transportation systems and to
reduce highway hazards and the result-
ing number and severity of accidents
on all the Nation’s highways.

§625.3 Application.

(a) Applicable Standards. (1) Design
and construction standards for new
construction, reconstruction, resur-
facing (except for maintenance resur-
facing), restoration, or rehabilitation
of a highway on the NHS (other than a
highway also on the Interstate System
or other freeway) shall be those ap-
proved by the Secretary in cooperation
with the State highway departments.
These standards may take into ac-
count, in addition to the criteria de-
scribed in §625.2(a), the following:

(i) The constructed and natural envi-
ronment of the area;

§625.3

(ii) The environmental, scenic, aes-
thetic, historic, community, and pres-
ervation impacts of the activity; and

(iii) Access for other modes of trans-
portation.

(2) Federal-aid projects not on the
NHS are to be designed, constructed,
operated, and maintained in accord-
ance with State laws, regulations, di-
rectives, safety standards, design
standards, and construction standards.

(b) The standards, policies, and
standard specifications cited in §625.4
of this part contain specific criteria
and controls for the design of NHS
projects. Deviations from specific min-
imum values therein are to be handled
in accordance with procedures in para-
graph (f) of this section. If there is a
conflict between criteria in the docu-
ments enumerated in §625.4 of this
part, the latest listed standard, policy,
or standard specification will govern.

(c) Application of FHWA regulations,
although cited in §625.4 of this part as
standards, policies, and standard speci-
fications, shall be as set forth therein.

(d) This regulation establishes Fed-
eral standards for work on the NHS re-
gardless of funding source.

(e) The Division Administrator shall
determine the applicability of the
roadway geometric design standards to
traffic engineering, safety, and preven-
tive maintenance projects which in-
clude very minor or no roadway work.
Formal findings of applicability are ex-
pected only as needed to resolve con-
troversies.

(f) Exceptions. (1) Approval within the
delegated authority provided by FHWA
Order M1100.1A may be given on a
project basis to designs which do not
conform to the minimum criteria as
set forth in the standards, policies, and
standard specifications for:

(i) Experimental features on projects;
and

(ii) Projects where conditions war-
rant that exceptions be made.

(2) The determination to approve a
project design that does not conform to
the minimum criteria is to be made
only after due consideration is given to
all project conditions such as max-
imum service and safety benefits for
the dollar invested, compatibility with
adjacent sections of roadway and the
probable time before reconstruction of
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the section due to increased traffic de-
mands or changed conditions.

§625.4 Standards, policies, and stand-
ard specifications.

The documents listed in this section
are incorporated by reference with the
approval of the Director of the Federal
Register in accordance with 5 U.S.C.
552(a) and 1 CFR part 51 and are on file
at the Office of the Federal Register in
Washington, DC. They are available as
noted in paragraph (d) of this section.
The other CFR references listed in this
section are included for cross-reference
purposes only.

(a) Roadway and appurtenances. (1) A
Policy on Geometric Design of High-
ways and Streets, AASHTO 2001. [See
§625.4(d)(1)]

(2) A Policy on Design Standards
Interstate System, AASHTO, January
2005. [See §625.4(d)(1)]

(3) The geometric design standards
for resurfacing, restoration, and reha-
bilitation (RRR) projects on NHS high-
ways other than freeways shall be the
procedures and the design or design cri-
teria established for individual
projects, groups of projects, or all non-
freeway RRR projects in a State, and
as approved by the FHWA. The other
geometric design standards in this sec-
tion do not apply to RRR projects on
NHS highways other than freeways, ex-
cept as adopted on an individual State
basis. The RRR design standards shall
reflect the consideration of the traffic,
safety, economic, physical, commu-
nity, and environmental needs of the
projects.

(4) Erosion and Sediment Control on
Highway Construction Projects, refer
to 23 CFR part 650, subpart B.

(5) Location and Hydraulic Design of
Encroachments on Flood Plains, refer
to 23 CFR part 650, subpart A.

(6) Procedures for Abatement of
Highway Traffic Noise and Construc-
tion Noise, refer to 23 CFR part 772.

(7) Accommodation of Utilities, refer
to 23 CFR part 645, subpart B.

(8) Pavement Design, refer to 23 CFR
part 626.

(b) Bridges and structures. (1) Stand-
ard Specifications for Highway Bridges,
Fifteenth Edition, AASHTO 1992. [See
§625.4(d)(1)]

23 CFR Ch. | (4-1-08 Edition)

(2) Interim
AASHTO 1993.
(3) Interim
AASHTO 1994.

Specifications—Bridges,
[See §625.4(d)(1)]
Specifications—Bridges,
[See §625.4(d)(1)]

(4) Interim Specifications—Bridges,
AASHTO 1995. [See §625.4(d)(1)]

(6) AASHTO LRFD Bridge Design
Specifications, First Edition, AASHTO
1994 (U.S. Units). [See §625.4(d)(1)]

(6) AASHTO LRFD Bridge Design
Specifications, First Edition, AASHTO
1994 (SI Units). [See §625.4(d)(1)]

(7) Standard Specifications for Mov-
able Highway Bridges, AASHTO 1988.
[See §625.4(d)(1)]

(8) Bridge Welding Code, ANSI/
AASHTO/AWS D1.5-95, AASHTO. [See
§625.4(d) (1) and (2)]

(9) Structural Welding Code—Rein-
forcing Steel, ANSI/JAWS D1.4-92, 1992.
[See §625.4(d)(2)]

(10) Standard Specifications for
Structural Supports for Highway
Signs, Luminaires and Traffic Signals,
AASHTO 1994. [See §625.4(d)(1)]

(11) Navigational Clearances for
Bridges, refer to 23 CFR part 650, sub-
part H.

(c) Materials. (1) General Materials
Requirements, refer to 23 CFR part 635,
subpart D.

(2) Standard Specifications for Trans-
portation Materials and Methods of
Sampling and Testing, parts I and II,
AASHTO 1995. [See §625.4(d)(1)]

(3) Sampling and Testing of Mate-
rials and Construction, refer to 23 CFR
part 637, subpart B.

(d) Availability of documents incor-
porated by reference. The documents
listed in §625.4 are incorporated by ref-
erence and are on file and available for
inspection at the National Archives
and Records Administration (NARA).
For information on the availability of
this material at NARA, call 202-741-
6030, or go to: Atip:/www.archives.gov/
federal register/
code of federal regulations/
ibr _locations.html. These documents
may also be reviewed at the Depart-
ment of Transportation Library, 400
Seventh Street, SW., Washington, DC,
in Room 2200. These documents are
also available for inspection and copy-
ing as provided in 49 CFR part 7, appen-
dix D. Copies of these documents may
be obtained from the following organi-
zations:
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